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Cryogenic Pipe/Dewar 

Leak or Rupture 

Keep personnel away from cryogens.  
Call x3131 if situation appears 

dangerous or an emergency 
 

Can source 
be isolated? 

Close upstream 
valve 

Is leak size or 
location an  

ODH concern? 

Obtain portable 
ODH monitors from 

cryogenic control 
room. 

Fixed or 
portable  O2 
monitors in 

alarm? 

Notify On-Call Ops tech  (Pager 630-314-
5192) or contact Cryogenic Expert (Phone 

list in D0 main control room) 

Cryo Operator/Expert use 
proper PPE.  Control leak 
magnitude and direction  

(if possible) 

Protect local equipment from 
cryogen spray.  (Especially 

carbon steel vacuum jackets or 
compressed gas cylinders.) 

Consider operational consequences 
and solutions;  

Implement solutions and fix 

YES 

YES / Unsure 

NO 

NO / Unsure 

NO 

YES 

Hand over problem to On-Call Ops tech 
or Cryo Expert.  Ops tech or Cryo 

Expert continues with this procedure. 

Is ODH 
system in 

alarm? 

Evacuate Area ! 
 

Follow ODH Alarm procedure  
D∅ -EMERG-BLDG-003. 

 

YES 

NO 


